Demonstration of a
Coal-Based Transport
Gasifier

Participant

Southern Company Services, Inc.

Additional Team
Members

Mississippi Power Company
— host utility

Kellogg Brown and Root, LLC
(KBR) — technology supplier

Location
Liberty, Kemper County, MS

Technology

KBR air-blown transport gasifier
fueled by low-rank coal in an
integrated gasification combined-
cycle (IGCC) application

Capacity
2x1 system utilizing two F class

combustion turbines and one
steam turbine

Coal

Mississippi lignite

Project Funding

Total $1,625,082,040 100%
DOE Share 293,750,000 18.1
Participant 1,331,332,040 81.9
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Objectives

To assess the operational, environmental, and economic performance of the air-
blown transport gasifier-based integrated gasification combined-cycle (IGCC)
system with two transport gasifiers, two F class combustion turbines, and one
steam turbine.

Technology/Project Description

The project will demonstrate an IGCC unit applying transport gasification in an
air blown mode. The project will utilize two transport gasifier trains each with
its own coal feed and ash handling systems. The combined cycle will include
two gas turbines each with its own heat recovery steam generator, both feeding a
single steam turbine. The transport gasifier consists of two sections: a short, larger-
diameter mixing zone and a longer, smaller-diameter riser. Air is introduced at
the bottom of the mixing zone to raise heat by burning the carbon in recirculated
char. Coal and sorbent are fed to the top of the mixing zone to separate the coal
from the oxidant and avoid burning volatile material produced when the coal is
heated. All of the solids and gases are carried from the mixing zone into the riser
where devolatilization and carbon-steam gasification reactions occur to produce
synthesis gas (syngas). The majority of the unreacted char leaving the riser is
captured by a disengager and cyclone assembly and recycled back to the mixing
zone through a standpipe and a nonmechanical “J-valve.” The syngas and fine char
that are not captured in the cyclone are cooled in a heat exchanger before enter-
ing a metallic candle-filter particulate collection device (PCD), which removes
any remaining particulate matter from the gas. Beyond the candle-filter PCD,
emission controls include a sulfur removal system, selective catalytic reduction
(SCR), and a mercury removal system.



Benefits

The transport gasifier is based on a simple, robust, and efficient technology similar
in design to a fluidized catalytic cracking (FCC) unit that has been proven over
50 years in the petroleum refining industry. The transport gasifier operates at
considerably higher circulation rates, velocities, and riser densities than does a
conventional circulating fluidized-bed, resulting in higher throughput, better mix-
ing, and higher mass and heat transfer rates. The recycling of solids increases the
effective residence time and increases carbon conversion. Moreover, the transport
gasifier represents a major efficiency gain relative to slagging gasifiers for appli-
cations using high ash, high melting point coals. It does not depend on slagging
(melting) the ash to remove minerals from the process. Slagging requires a large
amount of energy, which cannot be recovered. This process technology makes
possible the cost effective production of syngas from low-rank, high moisture,
and high ash coals, whereas most other gasification technologies cannot. Such
coals make up half the proven reserves in both the United States and the world.
The transport gasifier can also be operated on oxygen, which affords the option
to produce chemicals.

Status/Accomplishments

The cooperative agreement was awarded on January 30, 2006 for a single train
(285 MW net) demonstration to be built in Orlando, Florida. As initial construc-
tion was under way, the activities at Orlando were canceled over concerns for
carbon capture and sequestration (CCS). CCS was not viewed as economical
for the Orlando site due to the distance from suitable sequestration storage lo-
cations. In May 2008, DOE granted approval to relocate the demonstration to
Kemper County, Mississippi for a dual train configuration. The DOE funding
was unchanged.

Mississippi Power Company submitted a Need Determination with the Mis-
sissippi Public Services Commission (MPSC) on June 10, 2008. The Notice of
Intent (NOI) to Prepare an Environmental Impact Statement (EIS) and Notice
of Proposed Floodplain and Wetlands Involvement was published in the Federal
Register on September 22, 2008. The Public Scoping Meeting was held October
14,2008 in DeKalb, MS. In January 2009, the Mississippi Power Company filed
for a Certificate of Public Convenience and Necessity with the MPSC.

April 2009




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


