
Appendix 3 –  
Instrument Calibration 

 
File 
Name: 64943cal.XLS   Application: K4 DP 3 PSI       
Instru- 
ment Validyne DP303 SN 64943         
Calibration Date: 2/12/2012 

    
  

Expiration Date: 8/10/2012           
Other: Validyne CD19A SN E738-16-T; Gain = 10 mv/v; Vernier= 2.51; 2 arm HIGH, F10 

  Validyne MC1-10 power supply S/N -53572 
  

  
                

Standard: Inclined Oil Manometer     Full Scale: 3 psig 
  Standard calibration date:10/11/2011 

  
10 VOLTS   

  

Standard calibration 
expiration 
date:10/10/2012             

APPLIED 
  

REGRESS- 
ION DEVIATION DEVIATION       

PRESSURE OUTPUT 
CALCULAT- 

ED (% of (% of   
 

  
(psi) (volts) (psi) applied) full scale)   

 
  

0.0 0.000 -0.01   -0.22% Regression output: 
1.0 3.395 1.00 0.49% 0.16% Intercept 

 
-0.00666 

2.0 6.770 2.01 0.52% 0.35% Std Err of Y Est   
3.0 10.062 2.99 -0.29% -0.29% R Squared 0.999949 
          No. of observations 4 
          Dergees of Freedom   
            

 
  

          Slope 
 

0.29795 
          Std Err of Coef. 0.4125328 
            

 
  

            Tech Signature: _________ 
            Date: _________ 
            

 
  

            
 

  
                

  



 
 
 

        

 
 

        
 
 
 
 
 
 
 
 

       
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
         

 

y = 0.2979x - 0.0067 
R² = 0.9999 
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Data Instruments DP (S/N 64943) 


